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LEOPOLD MECHANICAL KEYBOARD

FC750R Series
N-Key Rollover multi-key simultaneous input with conflict free function is provided

Product Introduction

The product supports N-Key ROLLOVER multi-key simultaneous input without conflict

The Leopold FC750R series of mechanical keyboard is equipped with the advanced PBT material keycap, not only
can provide the light touch feeling, it also can feel the comfortable tactile feelingwhen pressing the key.

The Leopold FC750R series of mechanical keyboard supports <N-Key ROLLOVER> multi-key Simultaneous input
without conflict, which can guarantee the maximum 6 keys of character input (when using with special key, up to 7
keys), it allows you to feel the pleasure of quickly character input at the same time, and meets the needs of

the keyboard with multiple keys input at the same time without conflicting maximum performance in multiple games.

The Leopold FC750R series of mechanical keyboard supports almost all-key without conflict(multi-key simultaneous
input without conflict) by PS/2 connection.

The Leopold FC750R series of mechanical keyboard guarantees maximum conflict-free 6-keysimultaneous character
input (when using with special keys, up to 7-key) by USB connection.

The advanced Mechanical Keyboard with Cherry Cherry Mx Switch Shaft is used

The product uses advanced Mechanical Keyboard with Cherry Mx Switch Shaft.

Leopold FC750R series of mechanical keyboard has a variety of shaft options, please choose the appropriate tactile
keyboard according to your input preferences.

Please note that the feelings of different axes vary from person in specific use.

Recommended system configuration

PC: built-in compatible PC of PS/2 port or USB interface
0OS: Windows 2000, XP, Vista, 7,8,10

XMAC OS is not supported

Current maintenance

When cleaning the keycap and keyboard body shell, the shell and keycap shall be separated first, and then use
Suds or neutral detergent to clean, the keyboard body uses tools such as brushes to gently clean, the keyboard
internal needs to avoid entering water and other liquids.

Cleaning agent, benzene and gasoline for surface active ingredients shallbe avoided when cleaning.

Basic product composition
1 keyboard, 1 USB connector, 1 operatinginstruction card

The DIP switch behind the product can customize the keyboard part of the case function of the key board:

Function
Item DIP switch and corresponding key
OFF(default) ON
Left Ctrl Left Ctrl Caps Lock
SW1
Caps Lock Caps Lock Left Ctrl
Windows Windows Left Alt
. . SW2
DIP switch setti
swiich settings Left Alt Left Alt Windows
(append function)
Windows Windows FN
SW3
FN FN Windows
SW4 Windows Start Windows key Lock Windows key

Notes: Please separate the USB from the computer, then you can set the DIP switch.
Because changing the DIP switch operation can occur error operation and failure in the state of connecting the
USB line.

Connecting keyboard

Please connect correctly in the following order:
The way to connect the Leopold FC750R series of mechanical keyboard is as follows

A. The keyboard is connected to PC by PS/2 method
1. Terminate the Windows program and unplug the power.
2. The keyboard USB plug connects to PS/2 interface
3. The PS/2 interface is connected to PS/2 port behind the PC (usually purples)
4. Turn on the PC power supply.
After the Windows starts, the keyboard will be automatically recognized by the PC.

B. The way to connect the keyboard to PC by USB method

1. Make sure your computer supports plug-and-play operating systems above Windows98.
2. Insert the keyboard USB line interface into the USB interface of the computer itself

3. The PC automatically recognizes the USB keyboard

XSupplementary instruction

After connecting the keyboard with USB, it may not be able to change Bios, or may not be able

to select the operating system when you set up the system in some special versions of the system.

To ensure the security of PC when the keyboard is connected to the PC through PS/2 interface,

please do not unplug PS/2 interface at will in starting or using.

To ensure the security of the PC when connecting the keyboard to the PC through the PS/2 interface, please do not
unplug the PS/2 interface in startup or use.
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